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SECURITY CHECK+  
FAST DRY 
 
EXTREMELY FAST DRYING TORQUE PAINT MARKER

 
SECURITY CHECK+ Fast Dry provides a convenient visual method for identification of vibratory loosening or tam-
pering in nuts, bolts, fasteners, and assemblies. The fast drying, high visibility paint mark forms a hard 3D film that 
breaks easily. Ideal for quality control and warranty work. Safe on most surfaces, adheres perfectly to metal. Safe for 
the user, doesn’t contain Xylene.
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�Q��96668	 200°C

�Q��96669	 200°C

�Q��96670	 175°C

�Q��96671	 175°C

�Q��96672	 175°C
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95422	 	45° angled dispensing Needle 18 gauge, for PINPOINT Luer Lock adapter (length 3,5 cm)
95423		 Plastic taper dispensing tip 18 gauge for PINPOINT Luer Lock adapter (length 2,54 cm)
95424		 Regular straight dispensing needle, 16 gauge, for PINPOINT Luer Lock adapter (length 2,7 cm)
96676		 Plastic tip for Security Check Paint Marker

SECURITY CHECK PINPOINT

PRECISE FAST-DRYING PAINT MARKER FOR BOLTED ASSEMBLIES

This 30 ml paint bottle with Luer Lock applicator is ideal for controlled and precise applications. It includes a plastic 
Needle and a Luer Lock adapter for compatibility with other needles. The formula allows for a thick mark, creating 
a visible 3D effect. It dries to the touch in less than 2 minutes and is xylene-free. Once dry, it breaks under force, 
allowing for easy visual detection of loosening. Perfect for quality control, preventive maintenance, and industries 
such as railway, mechanical, aerospace, and electronics.

	 PART NR. — BOX		  PART NR. — BOX	

SECURITY CHECK DISPENSIVE TIPS

DISPENSING TIPS FOR CONTROLLED APPLICATIONS

Whether designed for the tube or the bottle format, each Security Check tip offers the same key 
benefits: precision, controlled paint flow, and access to hard-to-reach areas. While the tube uses a 
dedicated extension nozzle, the bottle is compatible with a range of four precision tips. All options 
are built for industrial use, ensuring consistent, clean, and reliable marking performance. 

	 PART NR. — BOX	

TORKPAINTPERMANENT IMDS200°C 3D Paint

TORKPAINTPERMANENT200°C 3D Paint
PRECISION
PINPOINT
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TORKPAINTPERMANENT1000°C
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3D Paint

SECURITY CHECK+  
HIGH TEMPERATURE

HIGH TEMPERATURE RESISTANCE TORQUE PAINT MARKER

SECURITY CHECK+ High Temperature provides a convenient visual method for identification of vibratory loosening 
or tampering in nuts, bolts, fasteners, and assemblies. High visibility paint mark becomes a hard 3D film that breaks 
easily. Mark at ambient temperature and the high-performance paint withstands temperatures up to 1000°C. Ideal 
for quality control and warranty work for brakes or any kind of heating assemblies parts inside engines. Safe on most 
surfaces, adheres perfectly to metal.

	 PART NR. — BOX

�Q��96674		  200°C

�Q��96675		  175°C

�Q��96677		  175°C

�Q��96678		  175°C

�Q��96680		  175°C

�Q��96681		  175°C 

�Q��96679		  175°C

PRECISION
PINPOINT 5 cm
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SPECIFIC USE

As manufacturer, we cannot control the conditions under which our products are being used or the many factors 
that have an effect on the use and application of  our products. We disclaim liability for any damages caused by 
using our products.  
Please always perform compatibility tests to your application/material demands.

SECURITY CHECK ORIGINAL

TORQUE PAINT MARKER

SECURITY CHECK Original Paint Marker provides a convenient visual method for identification of vibratory loosening 
or tampering in nuts, bolts, fasteners, and assemblies. High visibility paint mark becomes a hard 3D film that breaks 
easily. Ideal for quality control and warranty work. Safe on most surfaces, adheres perfectly to metal. Safe for the user, 
doesn’t contain Xylene.

	 PART NR. — BOX	 MAX TEMP.	 PART NR. — BOX	 MAX TEMP.
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markal- city.com

LACO Industries, Llc. 
1201 Pratt Boulevard, Elk Grove Village, IL 60007-5746  |+1 (800) 621 4025 +1 (847) 956 7600 | customer_service@laco.com 

LA-CO Industries Europe SAS 
Allée des Combes, PI de la Plaine de l'Ain, 01150 Blyes, France  |  +33 (0) 4 74 46 23 23  |  info-europe@laco.com

Introducing Markal® Plus Series !

Premium performance items are joining our 
new "Plus (+) Series" product line. These highly 
engineered tools are designed to perform in 
specific applications and environments. 
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